Brixton Spot Cluster

Figure A:

Product can be mounted flush to the ceiling or suspended
on tensile wires to bring the disc to the desired height.
LED units can be arranged in a number of ways.
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80cm / 31.5"
Spot Cluster
UK/EU PB129150XX
Colour + EAN/UPC Code
250cm / 98" 01 -White
(RAL 9003 Matt)
EAN: 5060481942843
07 -Copper
‘ / EAN: 5060481942850
36 - Graphite
EAN: 5060481942867
A
A\
20cm / 8"
CUSTOM
al
@ 4.5cm /1.75"
Category Pendant / Ceiling Mount IP Rating 1P20 LED Chip Lumileds Energy Efficiency
Material Aluminium/Stainless Steel/MDF Bathroom Zone Zone 3 Wattage 10x 8W Energy Efficiency Class: G
Cable 4m + up to 2m. White:White Gloss PVC Weight 15.6KGS Luminous Flux  10x 375m Energy Consumption: 40 kWh/1000h
Others: Black Matt PVC Individual Carton Size N/A Colour Temp 2700K
Lightsource Integrated LED Individual Carton Weight nN/A CRI 90CRI
Switched No Shipping Carton Quantity 01 unit Lifetime 30,000Hrs Smart Compatibility
Class Class Il - Double Insulated Shipping Carton Size 86cm x 86cm x 12cm LDT / IES Files Not Currently Available This product is compatible with most Bluetooth/
F Mark Suitable for Mounting on Flammable Shipping Carton Weight 20.1KGS Dimmable Phase Dimming + 0-10v Wifi systems. Please contact us about the Tuya +

Materials

Cassambi options we can offer.
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